
MODEL 14 MANUAL 
TRANSMISSION 

Features /Benefits 

The Model 14 is a non-synchronized spur-gear transmission 
optimized for industrial applications where durability, 
economy, and ease of  maintenance are most important. Like 
the proven Model 4 it replaces, it was designed to meet the 
needs of manufacturers of stationary       equipment such as 
drills, augers, pumps, winches, and mixers in the 15 to 35 
horsepower range. 

• Compact and light 
weight. The Model 14 is 
shorter and lighter 
than any unit in its 
class. 

• Rugged sliding gear 
construction We don't 
recommend filling any 
gearbox with mud or 
water, but when it 
happens, the Model 14 
will continue to 
operate longer than 
any constant-mesh 
design. 

• Simple self-evident 
design. Downtime is 
expensive and never 
convenient. Unlike 
constant-mesh 
designs, the Model 14 
can be serviced 
quickly in the field by 
untrained personnel 
with simple hand 
tools. 
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DETAILS 

Our Model 14 meets your stationary power transmission demands:  
We kept it simple.  
Trained mechanics with special tools aren't always available so we reduced the number and complexity of 
parts to a  minimum. 
We made it stronger. 
Generous shaft separation, large ball bearings, and a forged main shaft with optional integral driveshaft flange 
delivers  uncommon durability. 
We made it shorter. 

Dead shift rail design eliminates case end overhang to minimize installed length. 
We made it lighter. 

Aluminum housings and simple sliding gear design saves weight.  
We made it tighter. 
We stiffened the castings, reduced the number of gasketed joints, and eliminated most through 
fasteners. We made it easier to ship.  

Our shift lever is user installed and ships separately. 
We made installation less expensive.  
An optional interface based on low-cost automotive clutch hardware is 
available.  We streamlined chain or belt drive applications.  

Our optional keyed shafts are rigidly supported without outboard pillow blocks. 



GENERAL SPECIFICATIONS 

Ratios (1/2/3/R)……….3.12/1.86/1.00/3.75 

Input Rating…………...25hp diesel / 35hp gas 

Shaft Centers……...….2.94 inches (74.6mm) 

Oil Capacity…………...3.0 US pints (1.5 liters) 

Dry Weight………….…34 lbs. (15.5kg) 

Case / Cover….……...319T51 sand cast aluminum 

Gears……………....….SAE 8620 Steel 

Clutch Housing Kits….………..SAE 4 / 5 / 6 

Shift Configurations……………tower or remote 

Reverse indicator switch……...as requested 

OPTIONS 

DETAILS 
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